What is TI CLEAN P?

It costs a lot of time and efforts to removing 

The remaining materials inside the Cylinder and screw of injection and extrusion molding, such as changing of materials, color, and cleaning remaing stuff

Reducing material losing , molding losing time, raise the power of product are the target goal.

Ti Clean P has a strong and purging effort. It can increasingly reduce the washing time and effort of inside Cylinder.
TI CLEAN P FEATURE

-It’s really easy to use and also can reduce time of washing and efforts.

Having easily making bubbles and strong washing ability. it also can deduct the time of changing materials and color.

-TI-CLEAN P is very cost effective and only use in a small quantity. Especially when the original color material turn into crystalloid.

- It has a wide operating temperature can apply from  

-Due to TI-CLEAN P is  thermoplastic, it has no color, hygroscopicity and volatility so it’s harmless to people.

- A type of   There won’t have any carbonization and resin membrane left. Therefore, 形成樹脂屑狀 can clean the difficult removing resin resolvent. 

TYPE OF TI-CLEAN P AND STANDARD USING QUANTITY

	Name/item
	Ti Clean P
	T Clean P NEO-5
	Ti Clean P - E
	Ti Clean PT-004

	MOLDING
	Injection molding

Extrusion molding
	Injection molding

Extrusion molding
	Injection molding

Extrusion molding
	

	Main purpose
	230℃~320℃ 成形resin
	180℃~300℃成形resin
	270℃~350℃成形resin
	150℃~320℃成形resin

	Pellet diameter
	4mm~3mm
	Under 4mm
	4mm~3mm
	Under 2mm

	Package 
	20kg/sack
	20kg/sack
	20kg/sack
	18kg/sack

	Injection standard quantity
	5 ounce  500g

10 ounce  1kg

30 ounce  3kg
	5 ounce  500g

10 ounce  1kg

30 ounce  3kg
	5 ounce  500g

10 ounce  1kg

30 ounce  3kg
	Mix with material of 次工程

20％~50％

	Extrusion standard quantity+
	40mmψ   300g

90mmψ   3kg

130mmψ  5kg
	40mmψ   300g

90mmψ   3kg

130mmψ  5kg
	40mmψ   300g

90mmψ   3kg

130mmψ  5kg
	Mix with material of 次工程

20％~50％


